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19" (19.0" VIS) ACTIVE MATRIX LCD COLOR MONITOR 







ft Brilliant Active Matrix TFT Display 

ft Space Saving Thin Frame Design Means More Image Area 

ft Auto-Synchronous Support from 640 x 350 up to 1280 x 1024 @ 75Hz 

1 1767176° Wide Viewing Angle 

I Digital (DVI-I) and Standard Analog VGA Inputs 

ft LightView Function (Brightness Control) 

ft Powered USB Hub with 1 Upstream and 2 Downstream Ports 

ft Simple One Touch-Auto-Setup Function T - 
ft EPA Energy Star and VESA DPMS Compliant jp^^^y^j '^-^f^Tf^] 



ft TCO'03 Low-Emission Compliant 
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The LG FLATRON LCD 1910BK - a high performance 19"monitor that offers 
space saving efficiencies. Maximum resolution of 1280 x 1024 up to 75Hz, 
anti-glare, brilliant active matrix TFT display and wide viewing technology are 
just some of the qualities you can expect from LG. The FLATRON 1910BK 
from LG. You can have it all. 



DISPLAY TYPE 
DISPLAY AREA (H x V) 
DISPLAY COLORS 
PIXEL PITCH 
PIXEL CONFIGURATION 
SURFACE TREATMENT 
ELECTRONIC INTERFACE 
BACKLIGHTING 

NATIVE/MAXIMUM RESOLUTION 

BRIGHTNESS 

CONTRAST RATIO 

RESPONSE TIME 



VIEWING ANGLE 
HORIZONTAL SCANNING 
FREQUENCIES 

VERTICAL SCANNING FREQUENCIES 
AUTO-SYNC SUPPORT 

CONTROL TYPE 

INPUT SIGNAL 

INPUT TERMINALS 

SYNC SIGNALING 

MEMORY MODES 

VESA PLUG AND PLAY LEVEL 

DIGITAL ON-SCREEN CONTROLS 

FRONT PANEL CONTROLS 
POWER REQUIREMENTS 
DPMS POWER CONSUMPTION 
TILT/SWIVEL 

VESA MOUNTING COMPLIANCE 
UNIVERSAL SERIAL BUS HUB 
DIMENSIONS WITH BASE (WxDxH) 
SHIPPING DIMENSIONS (WxDxH) 




19.0" (19.0" VIS) Active M atrix TFT Color LCD Screen 
14.8" x 11.9" (376mm x 301mm) 
16.8 Million 

0.294mm x 0.294mm Pixel 
RGB Stripe Arrangement 
Hard Coating 3H, Anti-Glare 
LVDS 
4CCFL 
1280 x 1024 
250cd/m2 (Typical) 
500:1 (Typical) 

25 ms (Typical) 



H: 176°, V: 176° 

30-83KHz, Auto-Synchronous ^^^^^^^^^^^^^^^^^^^^B 

56-75Hz, Auto- Synchronous 

640 x 350 up to 70Hz, 640 x 480 up to 75Hz, 720 x 400 up to 70Hz, 800 x 600 up to 75Hz, 832 x 624 up to 75Hz, 
1024 x 768 up to 75Hz, 1152 x 870 up to 75Hz, 1152 x 900 up to 65Hz, 1280 x 1024 up to 75Hz(Digital 60Hz) 
On-Screen Display of Adjustments 
RGB Analog/Digital 

Standard VGA D-Sub 15- pin Connector and DVI-I 
Separate H/V 

13 Factory Preset, 10 User-Settable 
DDC2B, DDC1 

Brightness, Contrast, Horizontal/Vertical Position, Clock, Phase (+/-), Language Select, 
Auto-Adjust, OSD Position, Color Temp (9300K, 6500K, User), Information 
Source, Menu, Adjust (Up/Down(LightView)/Left/Right), Auto- Set/Select, Power 
90-264 VAC, 50-60HZ 

On: 43 Watts, Standby: 3 Watts, DPMS Off: 3 Watts 

Tilt: Down 5°/Up 30° Swivel: 360° 

Standard VESA Mounting, 100mm x 100mm Screw Spacing 

Powered , 1 Upstream, 2 Downstream 

16.3" x 8.8" x 17.1" (413mm x 223mm x 435mm) 

20.1" x 13.1" x 20.7" (511mm x 332mm x 526mm) 



WEIGHT 

SAFETY/REGULATORY 

ACCESSORIES 
LGEUS WARRANTY 
UPC# 



15.9 lbs (7.2 Kg) Net: 20.0 lbs (9.1 Kg) Shipping 

TCO'03, UL1950, FCC-B, EPA Energy Star, IEC950, CSA, CE, 

TUV-GS, SEM KO, GOST, ISO 9241-3,7,8, C-TICK, VCCI-2 

Power Cord, Signal Cable, Colorific Color Matching Software, Manual, Install Disk 

3 Year QuickSwap Replacement Program 

719192177680 
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